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UNIVERSAL SAMPLE SPLITTER (G-081)

FLAKINESS SIEVE SET (AG-030)

▪▪ Used to halve/divide large amount of aggregates, soils, 

sands and gravel into two representative portions.

▪▪ The width of each chute bar is 1/2”.

▪▪ Equipped with lever and release hoppers.

▪▪ Made of heavy-duty steel.

▪▪ Supplied with two collecting pans

▪▪ Used to determine whether the aggregate particle is flaky 
or not, that is to determine whether the thickness of the 
particle is less than 60% of its nominal size or not. 
The sieve is made from robust stainless steel.

▪▪ The sieve sizes for the set are:
▪▪ 4.90 mm x 30.00 mm
▪▪ 7.20 mm x 40.00 mm
▪▪ 10.20 mm x 50.00 mm
▪▪ 14.40 mm x 60.00 mm
▪▪ 19.70 mm x 80.00 mm
▪▪ 26.30 mm x 90.00 mm
▪▪ 33.90 mm x 100.00 mm

Code Dimensions (± 1 cm) Approximate Weight (kg)

G-081 72 x 50 x 87 (h) 46

Code Dimensions (± 1 cm) Approximate Weight (kg)

AG-030 26 x 45 x 7.5 (h) 2.4

TECHNICAL SPECIFICATIONS

TECHNICAL SPECIFICATIONS

SUPPLIED WITH:

•	 Model of Steel

•	 Chutes: Adjustable, Width: 1/2” each.

•	 Collecting Pans (2 ea)

ALFA | Testing Equipment | M. Gokcek Blv. ALFA Plaza No: 113 Ivedik OSB - Ankara / TURKEY | Phone: +90 312 395 25 22 | www.alfatest.com.tr ALFA | Testing Equipment | M. Gokcek Blv. ALFA Plaza No: 113 Ivedik OSB - Ankara / TURKEY | Phone: +90 312 395 25 22 | www.alfatest.com.tr


