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AGGREGATE SHAPE GAUGE (AG-036)
EN 993-4 • DIN 4226

TECHNICAL SPECIFICATIONS

TECHNICAL SPECIFICATIONS

• Used to determine the flakiness index for the aggregate particles 
and determine the particle shape. 

• The sieve is made from robust frame with stainless steel bars. 

• Consists of 14 sieves with openings as the following (mm):
• 50.00 - 40.00 - 31.50 - 25.00 - 20.00 - 16.00 - 12.50 - 10.00 - 

8.00 - 6.30 - 5.00 - 4.00 - 3.15 - 2.50

• Made of steel 

• Metal frame
• Stainless steel parallel bars
• Set of 14 sieves (mm):

• 50.00 - 40.00 - 31.50 - 25.00 - 20.00 - 16.00 - 
12.50 - 10.00 - 8.00 - 6.30 - 5.00 - 4.00 - 3.15 
- 2.50

Code Dimensions  (± 1 cm) Approximate Weight  (kg)

AG-038 39 x 35 x 8 (h) 3.5

Code Dimensions  (± 1 cm) Approximate Weight  (kg)

AG-036 40 x 15 0.5

 ▪ Used to measure the ratio between the length to the 
thickness of any individual particle.

Aggregate Shape Gauge (AG-036)

Grid Sieve Set (AG-038)

GRID SIEVE SET (AG-038)
EN 993-3
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