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CYLINDER MOULD (B-010)

Code Diameter / Height

B-010/M/10 Ø 10 x 20 cm

B-010/M/15 Ø 15 x 30 cm

B-010/M/16 Ø 16 x 32 cm

B-010/P/10 Ø 10 x 20 cm

B-010/P/15 Ø 15 x 30 cm

▪▪ Designed to be easily mounted and demounted.

▪▪ Available in two types; Metal and Plastic.

▪▪ Different sizes are available:

▪▪ Ø 10 x 20 cm (Ø 4” x 8”)

▪▪ Ø 15 x 30 cm (Ø 6” x 12”)

▪▪ Ø 16 x 32 cm

Cylinder Mould (B-010/M)

Cylinder  Mould (B-010/P)

CYLINDRICAL CAPPING SET (B-015)

▪▪ Consists of a melting pot and a Capping Apparatus.
▪▪ The melting pot is used to melt the capping compounds. The temperature 

of the pot is adjustable with the thermoregulator. Pilot lamp built-in the pot 
is used to indicate the heating status.

▪▪ The melting pot is made of double-walled frame.

Cylindrical Capping Set (B-015)

TECHNICAL SPECIFICATIONS

•	 Capping pot:
•	 Thermally Controlled
•	 Double wall / isolated.

•	 Capping apparatus Code Dimensions  (± 1 cm) Approximate Weight  (kg)

B-015 33 x 29 x 29 (h) 22
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