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ALELECTROMECHANICAL SIEVE SHAKER (B-041/SV)

TECHNICAL SPECIFICATIONS

TECHNICAL SPECIFICATIONS

•	 Performs perfect sieving by having double-actions:
•	 Swinging motion
•	 Vibration motion

•	 Available for:
•	 Ø 200 mm		 B-041/SV-20
•	 Ø 300 mm		 B-041/SV-30
•	 Ø 450 mm		 B-041/SV-45

•	 Power Supply: 220 - 240 V / 50 or 60 Hz (110 V / 60 Hz is also available)

▪▪ Performs perfect sieving by having double-actions:
▪▪ Swinging motion
▪▪ Vibration motion

▪▪ The machine is capable of applying both motions at the same time (or 
one of the two)

▪▪ Suitable for both dry and wet sieving
▪▪ Automatic timer built-in for sieving time

•	 Used specially in mining labs where large quantities of sieving is required.
•	 Two sieves with decks, each of 300 x 500 mm size, and the openings are 

10 mm and 5 mm unless otherwise specified during the order.
•	 Plastic boxes, as collectors, are supplied for each deck.

•	 Equipped with pan at the bottom.
•	 Adjustable sieving angle.
•	 Equipped with powerful vibrating motor.
•	 Power Supply: 380 V (3 phase)

MULTI-DECK GRADING MACHINE (M-042)
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