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TECHNICAL SPECIFICATIONS

CBR EQUIPMENT (T-01x)

T-010

T-013

T-016

T-014

T-015

T-017

Code Item ASTM
(T-01x/ASTM)

BS
(T-01x/BS)

EN
(T-01x/EN)

T-010 CBR Mould Ø 6” x 7” Ø 152 mm x 127 mm Ø 150 mm x 120 mm

T-011 Solid Base Plate Solid Solid Solid

T-012 Perforated Base Plate Perforated Perforated Perforated

T-013 Spacer Disc with T-Handle Ø 5 15/16” x 2.416” Ø 150 mm x 50 mm Ø 149.5 mm x 36 mm

T-014 Slotted Surcharge Weight 5 lb (2270 g) N/A N/A

T-014 Split Surcharge Weight N/A 2000 g 2000 g

T-015 Annular Surcharge Weight 5 lb (2270 g) 2000 g 2000 g

T-016 Swell Plate with Stem Steel Steel Steel

T-017 Tripod Cast Iron Cast Iron Cast Iron

T-018 Dial Indicator 10 / 0.01 mm 25 / 0.01 mm 10 / 0.01 mm

T-019 Soaking Tank Plastic Plastic Plastic

ALFA | Testing Equipment | M. Gokcek Blv. ALFA Plaza No: 113 Ivedik OSB - Ankara / TURKEY | Phone: +90 312 395 25 22 | www.alfatest.com.tr ALFA | Testing Equipment | M. Gokcek Blv. ALFA Plaza No: 113 Ivedik OSB - Ankara / TURKEY | Phone: +90 312 395 25 22 | www.alfatest.com.tr


